NOTES:  (UNLESS OTHERWISE INDICATED),

1. STANDARDS:
   1.1. THIS DRAWING SHALL BE INTERPRETED IN ACCORDANCE WITH ASME Y14.100-2017.
   1.2. INTERPRET DIMENSIONS AND TOLERANCES IN ACCORDANCE WITH ASME Y14.5-2018.

2. MATERIAL:
   2.1. MONADNOCK NON-WOVEN MNW GRADE PD-6913
   2.2. SUGGESTED SOURCE: MONADNOCK NON-WOVENS LLC

3. FABRICATION:
   - FILTER MEDIA SHOWN IS COMPRISED OF TWO LAYERS OF MONADNOCK NON-WOVEN MEDIA (SEE NOTE 2).
   - THE TWO LAYERS SHALL BE FUSED TOGETHER BY MECHANICAL MEANS SUCH AS PUNCHING OR SHEARING.
   - THE FABRICATION PROCESS USED SHALL NOT INHIBIT AIRFLOW THROUGH THE DUAL LAYER MEDIA.
   - CHEMICAL ADHESION OR USE OF ADHESIVES IS NOT AUTHORIZED.

4. FILTER REPLACEMENT INSTRUCTIONS DOCUMENT FLTR-INST-01 ATTACHED TO TOP LEVEL DRAWING 8869763.

DETAIL VIEW B4
DUAL LAYER FILTER MEDIA,
FILTERING FACE MASK
PN 8869767-PI

Ø 2930 ± .100
- .000